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2. RANGE

1. USE
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Use fixing cable plate to fix cables to cable trays.

P31 – FIXING CABLE PLATE 31X99J99Z/31X99J99GReference(s): 

■ 2.1 Fixing cable plate PG

(Kg) (lb) (mm) (inch)

P31-FIXING CABLE PLATE PG 31X99J99Z 341514 0,011 0,02 1,4 0,06 PG

■ 2.2 Fixing cable plate BLUE

(Kg) (lb) (mm) (inch)

P31-FIXING CABLE PLATE BLUE 31X99J99G 345514 0,011 0,02 1,4 0,06 BLUE
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3. DIMENSIONS
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4. INSTALLATION

■ 4.1 Plate to cable tray

Cut plate at the right length along pre-cutting line; each section is 49mm (1,93”) length. 

Fix plate to the cable tray using 2 screws M4 on each section.

Fix cable to cable plate by cable ties. 
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31X99J99Z/31X99J99GP31 – FIXING CABLE PLATE Reference(s): 

5. TECHNICAL DATA

■ 5.1 Climatic characteristics

Storage and operating temperature: - 20° C à + 120° C

■ 5.2 Material characteristics

Material finish Material Standard Resistanceclass against corrosion

PG DX51D + Z200 EN 10346 Classe 3 - CEI 61537

BLUE DX51D + Z200 EN 10346 Classe 3 - CEI 61537

HDG DC 01 EN 10130 Classe 6 - CEI 61537

SS304 X5CrNi18-10 EN 10 088-2 Classe 9A - CEI 61537

SS316L X2CrNiMo17-12-2 EN 10 088-2 Classe 9B - CEI 61537

6. CONFORMITY - CERTIFICATION 

Comply with CEI 61537 Cable tray systems

Certification: CE, IMQ


